
Data rates from 128kb/s – 2 Mb/s (contended)

Rapid Deployment

Wide Coverage Area

Guaranteed Quality of Service

Up to 8 dedicated Voice over IP channels

Global KU Band Coverage: Europe, Middle East, North Africa,
North & Central America, Caribbean

Coverage
The e-go Solutions Broad-IP Global KU Band service covers Europe,
Middle East, North Africa, North & Central America, Caribbean.

AMC4 101 deg W

NSS7  22 deg W

Telstar 12   15 deg W

If you think an IP satellite solution can extend your capabilities in the field, talk to e-go Solutions:

tel: +44 (0) 870 168 9001   e-mail:info@e-gosolutions.com   www.e-gosolutions.com

External Fixed Antenna 
(based on 1.2m diameter dish)

Technical Specification

Network configuration
As the NetModem II plus

Electrical
Operating Receive 10.95 – 12.75 GHz
frequency Transmit 13.75 – 14.5 GHz

Antenna Unit
Antenna Size KU Band 0.96m, 1.2m or 1.8m Dish
LNB DRO
Block-Up Converter 4W
(BUC)

Mechanical/Environmental
Size 1.2m diameter
Weight 41 Kg
Wind loading Operational 50 mph (80 km/h)

Survival 125 mph (201 km/h)

Temperature Operational -40° to 140°F (-40° to 60°C)
Survival -50° to 160°F (-46° to 71°C)

Type approved for EutelSat, IntelSat, ETSI Certification, and AsiaSat

Mounting Pedestal or load spreading – subject to site
survey

Technical Specification

DC Power Requirements +15 to +24 VDC (52.5 W max)

Dimensions LxWxH 300mm x 175mm x 17.7mm
Weight 3.5Kg max

Temperature range -40 to +55°C (Operating)
-40 to 75°C (Storage)

Transmitter Unit (2W or 4W) 

Key Features
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*Maximum throughput - contended service

SERVICE INBOUND* OUTBOUND* VOICE OVER IP
(To remote site) (From remote site) (Optional)

ECONOMY 512kb/s 128kb/s 2 Channels

STANDARD 1Mb/s 256 kb/s 4 Channels

PREMIUM 2Mb/s 512kb/s 8 Channels


